
Foldable Cargo Liner
Quest
999C3 NX002

A

GENUINE PARTS

Part Description

APPLICATION:
PART NUMBER:
KIT CONTENTS:

Foldable Cargo Liner

INSTALLATION INSTRUCTIONS

Service Part NumberItem Qty.
A 1

DESCRIPTION:
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● None

PRE-INSTALLATION WARNINGS, CAUTIONS, CRITICAL STEPS, and NOTES:
● 

● 

● 

CARE OF SEAT PROTECTOR:
● To clean the cargo liner, use half the amount of recommended mild detergent.
● 
● 

● Attach straps carefully and securely

TOOLS REQUIRED:  

  CAUTION

After washing, line dry completely.  Do not machine dry!

The area to be covered by the cargo liner must be free of dirt.  The underside surface of the cargo liner 
must be clean.

Both the cargo area and the cargo liner must be dry.  If cargo liner gets wet, remove and allow liner 
to dry completely.

Manufacturer will not be responsible for damage to product due to accident or misuse.

Hand wash in cold water using NO bleach.
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INSTALLATION PROCEDURE:

1)

2)

3)

Open the rear door and fold down the third row seats. 
Slide cargo liner into vehicle and place front edge on 
top of the 3rd row seats.

On both sides of liner, wrap elastic loops around lower 
cargo tie downs.

On both sides of liner, wrap elastic cords around 
upper cargo tie downs.

Fig. 1

Fig. 2 

Fig. 3
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4) On both sides of liner, press weighted pouches into 
forward cup receptacles.

Fig. 4 Fig. 4
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